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Otherlengthsonrequest. Preferreddash-lengths

Features
Max.tensilestrength10.000N,workingload7.000N.
Hightensilestrengthandpreload.
Typicalapplications:
Commercialvehicles,coaches,agriculturalmachinery,chemicalengineering,heatingsystemsetc.

1.Selectstudassemblyandreceptacle,pagesH-2,H-3andH-5.
2.Sealed:Alsoselectrubbergasketandbufferplate,pageH-4.
3.Selectretainingwasher,pageH-4.
4.SelectstudlengthnumberfromtotalthicknessGusingtheformulaandtablebelow
(e.g.991S01-*AGV).

Determiningthestudlengthnumberwhenusing:

Rivet,Screwand SealedStudAssemblies
WeldMountingReceptacle

Clip-OnReceptacle

StudLengthTable
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StudAssemblies
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Style Dimensions Materials/Finish °C PartNo.

HexHead
SlottedRecess

S=16,26+(0,76xlengthno.)

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel1)

120

200

991S01-*-1AGV

991S01-*-1BP

FixedWing
Head

S=16,26+(0,76xlengthno.)

Steel/zinc-plated,
CrVI-free,
clearpassivation

120 991S02-*-1AGV

OffsetFixed
WingHead

S=16,26+(0,76xlengthno.)

Steel/zinc-plated,
CrVI-free,
clearpassivation

120 991S03-*-1AGV

180°Folding
WingHead

S=16,26+(0,76xlengthno.)

Steel/zinc-plated,
CrVI-free,
clearpassivation

120 991S05-*-1AGV

*Lengthno.fromTable,seepageH-1. 1)Max.tensilestrength7.000N,workingload4.500N.

whenlocked

whenlocked

whenlocked

whenlocked

whenlocked
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Style Dimensions Materials/Finish °C PartNo.

HexRecess
Head

Steel/zinc-plated,
CrVI-free,
clearpassivation

120 991S30-*AGV

FoldingBail
Handle

S=15,03+(0,76Xlengthno.)

Steel/zinc-plated,
CrVI-free,
clearpassivation

120 991S2991-*AGV

*Lengthno.fromTable,seepageH-1.

H-3

max12,5
whenlooked
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991FSeries
StudInstallationInstructions

InstallationDimensions Accessories Material/Finish PartNo.

Retaining
washer

Slottedretaining
washer

Stainlesssteel

Stainlesssteel

991W04-1BP

991W02-1BP

SealedStudAssemblies

InstallationDimensions Accessories Material/Finish PartNo.

Bufferplate

Rubbergasket

Stainlesssteel

NBRblack
(100°Cmax.)

991W03-1BP

991S17-1K

ReleaseJanuary2012

washer(optional)
Retaining

16max
whenlocked

Rubbergasket

Retaining
washer(optional)

Bufferplate
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H-5

Style Dimensions Materials/Finish Mounting
Ø °C PartNo.

Rivet/Screw
Mounting

Rivet/ScrewMounting
Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

Stainlesssteel

Welding
Steel/zinc-plated

Steel/oilcoated

3,3

4,1

3,3

4,1

-

-

120

120

200

200

-

-

991R2-1AGV

991R2-3AGV

991R2-1BP

991R2-3BP

991R2-2AZ

991R2-2AR

Clip-On Steel/zinc-plated,
zincflakecoated

Framethickness
F=1,5mm-3,5mm

150 991R6-1AK7

InstallationDimensions

Rivet/Screwor Clip-On
WeldedMounting

ReceptacleInstallationInstructions

41,2

28,6
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